TEST BOX

Functional checking for RCD testers,
Loop testers and Insulation/Continuity testers
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6280 TB Is an Instrument used for Checking a RCD Tester:

testing LOOP, INSULATION AND RCD ‘The 6280 TB must be plugged into an

Testers. unprotected supply directly.

Checking a Loop Tester; t lead/plug cord, connect
into an 0 the 6280TB RCD tester

Connect 6280 TB to maln supply AC
230V 50/60 HZ and check P-N & P-E
LEDs are both on.

DO NOT USE If “INCORRECT WIRING"
Ison.
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FEATURES

- Wide range of operating voltage from AC 210V/50Hz to 250V/50Hz.
~ » For checking AC voltage.
~ + For checking a RCD tester's test current & time in A(ms).

um is 1.2kV).
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« 6280 TB is an ideal tool

which provides verifications
of Insulation testers,
Continuity testers, RCD
testers and Loop testers.
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RCD Testing
10mA @ 150ms
Range 30mA @ 150ms
150mA @ 30ms
Accuracy +10%
Insulation Testing
Range TMQ / 9.9MQ / 99MQ
Accuracy +1%
Max. testing | 1.2kV
Continuity Testing
Range 0.5Q0/20/10Q
Accuracy +0.05Q/+0.1Q/+0.2Q
Max. current | 300mA

LOOP Testing

Range

Supply Loop / Supply Loop +1Q

Accuracy

0.450 +0.05Q/1.45Q0 + 0.05Q

STANDARD ELECTRIC WORKS CO., LTD.
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- Dimension : 330(L)x260(W)x160(D)mm
« Weight : Approx. 25709
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