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Dual Wide Angle Scale Instrument

AC/DC Meter (LS-110 DI)

LS-110 DUAL Wide Angle Scale meters
%B\\”é{)/g/ are combination Digital/Analog indicating
N BEVOITS ' instruments. They can be configured to
5.8 accept ACV, ACA, DCV or DCA, Hz input.
= . Both the digital and analog displays can be
modified to represent virtually any scaling or
engineering units as required. It utilizes a
moving coil type element , 3-1/2 digit display
for indication (+ or - 1999 counts).

FEATURES

Analog and digital display to provide the ultimate in readability of power and control parameters

Drop-in replacement for upgrade of existing controls and switchgear panels

Rugged switchboard style case and IP54 rated cover

High-intensity LED digital displays with high reliability analog movements

Safety models for AC or DC voltage and current, with custom scales and dials available as options

SPECIFICATIONS

e \/oltage : Standard 120V + 15%
Power supply Optional 240V + 15%, 125V = 15V DC, 24V + 6V DC, 48V + 12V DC
e Frequency : 50/60 Hz + 2 Hz (48 Hz to 62 Hz), burden < 3.5 VA
e Analogue: Analog movements
e Digital
3-1/2 digit, 7 segment display 0.56" (14.2mm) digit height.
Display Red or green LED.
Negative polarity indicator. Selectable decimal point settings.
Update rate is 2.5 times per second.
Response time less than 1 second (90%)
Reference conditions 25°C

Accuracy Class 1.5
Digital: AC £0.1% of reading £3 counts ; DC +3 counts

Warm up time 10 minutes

Cover Polycarbonate UL94V0 rated cover and window

Full scale deflection 210°

Enclosure Acrylic resin cove.r, p!astic body and.terminal, four studs mounting
Metal case for shielding and grounding

Terminal Plate Polycarbonate

Operating Temperature 0°C ~40°C

Storage Temperature -10°C ~ 60°C
Humidity 80% max.
2kV for 1 minute between input and case, input and aux. power, aux. power

Isolation Voltage
and case



RE WITH PRECIS

www.sew.com.tw

5F., NO.105, Jhongcheng Rd., Tucheng Dist.,
New Taipei City 23674, Taiwan (R.0.C.)

TEL: 886-2-22681528
FAX: 886-2-22681529
e-mail: sales@sew.com.tw

Dual Wide Angle Scale Instrument

DCV DCA ACV ACA
0-50 mV 0-200 uA 0-150 V 0-1A
0-100 mV 0-500 uA 0-250 V 0-5A
0-200 mV 0-1 mA 0-300 V
0-10 vV 0-10 mA 0-600 V
0-100 V 0-100 mA
0-150 V 0-500 mA
0-300 V 0-1A
0-600 V 200-0-200 uA
50-0-50 mV 500-0-500 uA
100-0-100 mV 1-0-1 mA
200-0-200 mV 10-0-10 mA
10-0-10 V 100-0-100 mA
100-0-100 V 500-0-500 mA
150-0-150 V 1-0-1 A
300-0-300 V 4-20 mA
600-0-600 V
LS-110 DI
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