
Wide Angle Scale Instrument
Moving Coil Type (LS-110 LS-80)

Meter Description Class

DC Ammeter

For direct connection
●Measuring range
  0-1mA
  0-1.5mA
  0-2mA
  0-3mA
  0-5mA
  0-7.5mA
  0-10mA
  0-15mA
  0-20mA
  0-30mA

0-40mA
0-50mA
0-70mA
0-100mA
0-150mA
0-200mA
0-300mA
0-500mA
0-750mA

0-1A          Internal resistance : 500Ω
0-1.5A
0-2A
0-3A
0-5A
0-7.5A
0-10A
0-15A
0-20A

1.5

For connection to shunt
●Measuring range
  0-1A              0-15A
  0-7.5A           0-20A 
  0-10A

Burden : 50mV
1.5

 ● For ranges higher than 20A DC, use external shunt with a 50mV DC Ammeter.
 ● For ranges higher than 300V DC, use external Volt Divider with a 1mA Voltmeter.
 ● For ranges higher than 5A AC, use external Current Transformer with a 5A AC Ammeter.
 ● For ranges higher than 600V AC, use external Potential Transformer with a 150V AC Voltmeter.

DC Voltmeter

For direct connection
●Measuring range
  0-10V
  0-30V
  0-50V
  0-75V
  0-100V

0-150V
0-300V
0-500V
0-600V

Burden : 1V / 1kΩ 1.5

Frequency Meter (LS-110  LS-80)

Scale (Hz) Voltage Center Frequency Class

45~55 120V 50 Hz

1.5 

45~55 240V 50 Hz
45~65 120V 55 Hz
45~65 240V 55 Hz
55~65 120V 60 Hz
55~65 240V 60 Hz

UL File No.      E236904

5F., NO.105, Jhongcheng Rd., Tucheng Dist., 
New Taipei City 23674, Taiwan (R.O.C.)

TEL: 886-2-22681528
FAX: 886-2-22681529

e-mail: sales@sew.com.twwww.sew.com.tw

MEASURE WITH PRECISION


