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Wide Angle Scale Instrument
VAR Meter (LS-110 LS-80)

s Rating (Current) Rating (Voltage) Class
N Single - Phase / 2-wire, 50 or 60 Hz
— 120V (L-N)
1A 1.5
240V (L-N)
% 5A
1800 kyag . 1800 3 Phase / 3-wire, 50 or 60 Hz
6 SEW ¢ 1A
) . A 120V (L-L)
1A 15
240V (L-L
c< U >us 5A b
LISTED 3 Phase / 4-wire, 50 or 60 Hz
. 1A 120V L-N
UL File No.  E236904 " 208V /N3 ( oay 1) .
1A 240V LN '
5A 415V 13 (Gisy 1)
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Measuring Ranges :

m/rr;igrds/mm Moving Coil Type Rectifier Type
DCuA DCmA DCA DCV ACA ACV
& 500 1 1 10 1 150
. 2 1.5 30 5 300
5 2 50 500
10 3 100 600
20 5 150
50 10 300
@ L 1.5 ocrov 100 15
200 20
500

LS-96

e For ranges higher than 20A DC, use external shunt with a 50mV DC Ammeter.

e For ranges higher than 300V DC, use external Volt Divider with a 1mA Voltmeter.

e For ranges higher than 5A AC, use external Current Transformer with a 5A AC Ammeter.

e For ranges higher than 600V AC, use external Potential Transformer with a 150V AC Voltmeter.

e Full Scale Deflection : 250°
e Accuracy : Class 1.5
e Composition : Glass window, ABS resin frame and case,
PC glass fiber base mounting fittings included.

e Color: Black base and frame, white scale plate and meter body.
e Pointer : Stick shape in black color.

89,5 61

44




