
Adapter / Alligator clip
TEL-AL11-C4

 ● Red and Black each(set)
 ● Tip : 4mm Stainless Steel caged banana probe tip.
 ● Jack : Nickel Plated, 4mm banana Jack.
 ● The probe tip could be used into non-screw crocodile clips.
 ● Probes can be used with all SEW 4mm jack test leads.    

          

AL-39C
    Solid copper spade lug. Designed to fasten housing or
    screws for measurement.
    Fully insulated, axial mount 4mm banana jack.
    Designed especially for terminal posts,
    The Y-shaped tip accepts housings or screws that have a
    diameter of 6.5mm or less. 
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 ● AL-20C-1   For 2mm probe tip
 ● AL-20C-3   For 4mm banana plug
 ● AL-20C-5   For 4mm screw
 ● Rating : EN 61010-031:2002 + A1:2008

                      CAT III 1kV 10A
                      CAT IV 600V 10A
        

AL-19C series

AL-20C series

AL-21C 

 
For 4mm banana plug

 AL-21C 2-4

 
For 4mm screw

AL-22C 

 ● AL-19C-1   For 2mm probe tip
 ● AL-19C-3   For 4mm banana plug
 ● AL-19C-5   For 2mm probe tip (only for exposed 4mm probe tip)
 ● Rating : EN 61010-031:2002 + A1:2008

                      CAT III 1kV 10A 
                      CAT IV 600V 10A
        

5F., NO.105, Jhongcheng Rd., Tucheng Dist., 
New Taipei City 23674, Taiwan (R.O.C.)

TEL: 886-2-22681528
FAX: 886-2-22681529

e-mail: sales@sew.com.twwww.sew.com.tw

MEASURE WITH PRECISION


